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Order now by sending this fax to +49 (0)511/40 000-40 

Yes, i’d like to o rder:  �  Starter Kit DNP/SK29-MB for Euro 149,–* 

Order-/delivery address 

 

Starter Kit DNP/SK29-MB with Modbus-TCP 

May Sales Offer  (valid until 31 st, August 2010)  

For further information please visit us at http://www.ssv-embedded.de  

The DNP/SK29-MB is a DIL/NetPC DNP/2486 with 
the Evaluation Board DNP/EVA11-SV1. 
 
The Starter Kit offers a complete Modbus TCP demo 
with client and server, which is based on the original 
Modbus TCP toolkit of the Modbus Organization. 
Thus the DNP/2486 implementation is 100% compli-
ant and extensively tested. The DNP/2486 Modbus 
client is implemented as a CGI program for the 
DNP/2486 Web server. This generates a Modbus-to-
HTTP-proxy resp. gateway, which allows accessing 
Modbus-TCP-I/O components with the Web browser. 
So it is e.g. also possible to access Modbus-I/Os with 
an iPhone Web browser. 
 
The Starter Kit CD-ROM contains the source code of 
the preinstalled MAX-Linux within the Flash memory 
of the DIL/NetPC DNP2486 as well as all drivers, 
sample codes and numerous manuals and docu-
ments. 

·  DIL/NetPC DNP/2486 @300 MHz 

·  1024 MB NAND Flash, 64 MB SDRAM DDR2 

·  MAX-Linux preinstalled 

·  Evaluation Board DNP/EVA11-SV1 

·  1x 10/100 Mbps Ethernet interface 

·  2x RS232 interface 

·  1x 480 Mbps USB host interface 

·  AMI BIOS preinstalled 

·  Java 6 J2SE runtime environment preconfigured 

·  Modbus server and client preinstalled 

 
Delivery:  
Evaluation Board DNP/EVA11-SV1, DIL/NetPC 
DNP/2486, power supply, nullmodem cable, user 
manual, CD-ROM 

Payment method 

 
Company / Dept. 

 
Name 

 
Street, Address 

 
Zip Code, City 

 
Phone, Fax 

 
E-mail address 

�  Proforma invoice m 
 

Credit Card: �  Visa  �  Master Exp. Date:         / i 
 

Card-No.: m 
 

Proof-No.: m 
 

VAT-No.:  m 
 

 
Date, Signature 


